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PASSIVE SYSTEMS 

Guardian Fall Protection is a 
leading provider of passive 
systems in the industry. 

Unprotected falls from elevation 
usually result in serious debilitat-
ing injury or death. Falls can be 
prevented through the use of 
proper prevention systems and 
this goal can be achieved by 
adhering to the following fall 
protection hierarchy: 

1) Remove the hazard: avoid 
working at heights. Bring the 
work down to ground level 
whenever possible.

2) If work at heights is unavoid-
able, secure the elevated work 
area with a passive fall protec-
tion barrier system such as 
guardrails.

3) When a barrier system is not 
feasible because of the physical 
characteristics of the work 
environment or the infrequency 
of access, use an approved fall 
arrest system.

4) If no other option is feasible, a 
properly engineered and 
approved fall arrest system can 
be used in conjunction (as 
always with any jobsite activit y) 
a rescue plan.

Safety latch prevents unit from slipping
off ladder.

Cushioned bumper pads help protect
the eve of the roof.

Simple to use knob, tightens by hand
without scratching or damaging ladder.

Added hand grips for easier usage.

LADDER FEATURES:

SAFE-T LADDER EXTENSION SYSTEM

“According to the U.S. Bureau of Labor Statistics, 
80% of all falls from ladders occur at the top of the 
ladder and 50% of falls from ladders occur during 
the transition from the ladder to a second surface” 

Designed to attach over the top of the ladder and 
provide a safe and easy transition from the ladder 
to a second surface, the Safe-T Ladder™ requires no 
tools, drilling or bolting to hold it securely in place. 
Once installed, the unit provides two offsetting 
handrails that can be used to walk through and step 
on or off the ladder. 

The patented Safe-T Ladder™ also helps workers 
comply with OSHA standard 1926.1053(b)(1) which 
states: “When portable ladders are used for access 
to an upper landing surface, the ladder side rails 
shall extend at least 3 feet (.9 m) above the upper 
landing surface to which the ladder is used to gain 
access”.
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